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The Pixled F-15 offers a lightweight, virtually transparent LED display that is ideal

for both indoor and outdoor use in a wide array of applications.

Type ............................................................................... creative LED indoor/outdoor

Pixel pitch ..................................................................................................... 15,6 mm

Brightness .................................................................................................... 6000 NIT

Viewing angle hor/vert .............................................................................. 145° / 145°

Colours ...................................................................................................... 281 Trillion

LEDS per pixel ................................................................................ 3 in1 Nichia SMD

Weight .......................................................................................................... 15 kg/tile

Module size WxHxD ................................................... 1000 mm x 500 mm x 165 mm

Modul area  ................................................................................................. 0,5 m²/tile

Power consumption (max) ...................................................................... 350 Watt/tile

TECHNICAL SPECIFICATIONS
Pixled F-15



Pixled F-30
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The Pixled F-30 offers a lightweight, virtually transparent LED display that is ideal 

for both indoor and outdoor use in a wide array of applications. 

Type .......................................................................... creative LED indoor / "outdoor"

Pixel pitch ........................................................................................................ 30 mm

Brightness .................................................................................................... 2000 NIT

Viewing angle hor/vert ...................................................................................... >120°

Colours ..................................................................................................... 68 Billionen

LEDS per pixel ........................................................................................... 3 in1 SDK

Weight ................................................................................................ 10,85 kg kg/tile 

Module size WxHxD ..................................................... 960 mm x 960 mm x 130 mm

Modul area  ............................................................................................... 0,92 m²/tile

Power consumption (max) ...................................................................... 300 Watt/tile 

TECHNICAL SPECIFICATIONS
Pixled F-30



Pixled F-40
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The Pixled F-40 is suitable for both indoor and outdoor applications and is an 

innovative scaleable video screen solution with 44% transparency.

The lightweight Pixled F-40 can be built to any size and shape. Its rugged chassis 

design provides easy rigging and the strength required for the rental and

staging market.

Type ............................................................................... creative LED indoor/outdoor

Pixel pitch ........................................................................................................ 40 mm

Pixel density .................................................................................................... 625/m²

Brightness .................................................................................................... 5000 NIT

Viewing angle hor/vert .............................................................................. 120° / 120°

Colours .............................................................................................................. 16 bit

LEDS per pixel .......................................................................................... 4 in 1 SMD

Module size WxHxD ................................................................ 640 x 640 x 114,5 mm

Weight ..................................................................................................... 18,75 kg/m²

Power consumption (max) ...................................................................... 230 Watt/tile

Max rigging ................................................................................................. 16 panels

TECHNICAL SPECIFICATIONS
Pixled F-40
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