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LED VIDEO DISPLAY

F-6

LED VIDEO DISPLAY

F-9

Small - Lightweight tiles ➝ Efficiency

Quality Black face SMD’s ➝ Reliability

Various light output SMD’s ➝ Budget friendly

Up to 1920 x 1080 resolution ➝ Full HD

Radiant Callibration ➝ Superb color uniformity

Full R&S product offering ➝ Total solution

Smart interlocking system ➝ Truly seamless

European design and WW support ➝ Quality service
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LED VIDEO DISPLAY

F-6
F-9

Being able to curve a screen vertically as well 

as horizontally is a completely new concept ; 

it offers maximum dynamics and effect. The 

tiles can be shaped into a combination of 

both directions on both planes via the optional 

mechanics on each module itself. 

This can be achieved quickly and simply in 

angles from -15 to +15°. F-6 and F-9 can be 

interconnected to increase visuals effect.
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Web: www.pixled.com

Email: info@pixled.com

F-6 F-9
Pixel pitch 6.944 mm 9.26 mm

Brightness (Nit or cd/m²) 4000/2000 3000/2000

Curvability Stepless: -15° till +15° (HxV) Stepless: -15° till +15° (H)

LED type /Brand Black SMD 3 in 1 Black SMD 3 in 1

Transparency No No

Calibration system Radiant Radiant

Module size (cm) W x H x D 50 x 50 x 6,3 50 x 50 x 6,3

Module area 0,25m² / 2.69ft² 0,25m² / 2.69ft²

Pixels / Module 72 x 72 54 x 54

Pixels / m² 20.736 11.664

Viewing Horizontal / Vertical >145° / > 145° >145° / > 145°

Weight/tile 10,3 kg / 22,71 Lbs 9,5 kg / 20,95 Lbs

Weight/m² 41,2 kg / 90,83 Lbs 38 kg / 88,78 Lbs

IP Front / Back Indoor use Indoor use

Colors 4.4 Trillion 4.4 Trillion

Processing 1.280 x 1.024 / 1920 x 1080 1.280 x 1.024 / 1920 x 1080

Input frequency 50/60 HZ 50/60 HZ

Refresh rate 800/960 Hz 800/960 Hz

Data interconnect CAT 5 Type A / HDSDI CAT 5 Type A / HDSDI

Processor Pixled / Mitsubishi Pixled / Mitsubishi

Max power/tile (W) 450W 350W

Max power/m² (W) 1.800W 1.400W

Certificats CE/ETL/TUV CE/ETL/TUV

Temerature -30 to 60°C / -22 to 140° F -30 to 60°C / -22 to 140° F

LED VIDEO DISPLAY

F-6
F-9
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The ultra-lightweight, virtually transparent F-11 LED display offers a cost-efficient 

high-resolution LED solution. This high-brightness screen is ideal for indoor and 

outdoor use. 

Weighing a minimal 3 kg/6.61 Lbs per tile, the F-11 is ideally suited to demanding, 

applications in which both image quality and weight form key performance parameters. 

The F-11 is a reliable work-horse that can be put to a myriad of uses!

Lexus booth LA Auto Show December 2009

Key benefits:
High performance and affordable       Enter new markets, greater ROI

Lightweight       Increases design possibilities and reduces costs

Integrated shutter        Manual switch to make transparent or not

Transparency        Combine video with lighting

Indoor/Outdoor        Greater ROI for rental companies

6.500 Nit light output/IP65 rating       Outdoor use

Radiant Calibration        Superb color uniformity



*Specifications subject to change without notice

Phone Europe: +32 59 33 99 10

Phone US: +1 888 349 8321

Web: www.pixled.com

Email: info@pixled.com



The F-15 offers a lightweight, virtually transparent high brightness LED display solution 

that is ideal for a wide array of applications, both indoor and out.

With an IP65 rating, F-15 offers a cost-efficient display solution with proven all-weather 

reliability!

Jay-Z concert in New York

Key benefits:
High performance and affordable       Enter new markets,  greater ROI

Lightweight       Increases design possibilities/reduces costs

Transparency       Combine video with lighting

Indoor/Outdoor       Greater ROI for rental companies

SMD LED       Quality image with wide viewing angles

5,000 NIT light output/IP65 rating       Outdoor use

Convex and concave display setup possibilities



*Specifications subject to change without notice

Phone Europe: +32 59 33 99 10

Phone US: +1 888 349 8321

Web: www.pixled.com

Email: info@pixled.com



The Pixled F-30 offers a lightweight, virtually transparent LED display that is ideal for 

both indoor and outdoor use in a wide array of applications. With its 30mm pixel pitch, 

2000 Nit output and rugged IP65 rating, the F-30 is the perfect solution for all 

applications with large viewing distances.

The F-30 also offers wide viewing angles with excellent image integrity and color 

uniformity. With its low weight, virtual transparency and has proven reliability the F-30 

offers you a cost-effective total display solution.

2009 Johnny Hallyday Concert

Key benefits:
High performance and affordable       Enter new markets,  greater ROI

Lightweight         Increases design possibilities/reduces costs

Transparency        Combine video with lighting

Indoor/Outdoor        Greater ROI for rental companies

SMD technology        Quality image with wide viewing angles

IP65 rating        Outdoor use



*Specifications subject to change without notice

Phone Europe: +32 59 33 99 10

Phone US: +1 888 349 8321

Web: www.pixled.com

Email: info@pixled.com





eyevis‘ new 46“ Full-HD Edge-LED LCD Monitor

The new EYE-LCD-4600-LHD display represents the latest version from 

eyevis professional edge-LED display versions.

It combines ultra-high resolution, unparalleled image quality with a 

slim design and low consumption for a wide range of digital signage 

and control-room application. 

eyevis LCD Series

with Edge-LED Backlight

) PRODUCT DESCRIPTION

) ADVANTAGES OF THE EYE-LCD-4600-LHD

EYE-LCD-4600-LHD

) DIMENSIONS

) Superior Resolution & High Brightness

Full-HD 1080p (1920 x 1080)

) Ultra-Wide Viewing Angle

178 degree viewing angle horizontally & vertically

) IRFMTM

Image Retention Free Modulator technology helps prevent image 

retention

) Energy Saving Control

Active ambient light sensor that adjusts brightness automatically

 ) Wide Compatibility 

Extensively tested with a broad variety of analog/digital PC and video 

modes.

) Durable and Professional Design

All metal structure, Sleek & low-key look that makes the content 

standout

With eyevis‘ unique optical enhanced treatment, it not only provides 

clear viewability, but also ensures added durability and strength in 

almost every ambient light condition.

Thanks to the plain design the displays are the ideal surface for the 

presentation of your image content.



eyevis LCD Series

) TECHNICAL SPECIFICATIONS

eyevis GmbH

As at: 18.10.2011/V1.4 !

All trademarks and registered trademarks are the property of their 

 

) LCD Panel

Brightness 450 cd/m2

Contrast Ratio 4000:1

Viewing Angle H:178° / V:178°

Response Time

Supported Colors

Display Resolution 1920 x 1080 (16:9)

Display Frame Rate 120Hz

) Signal Compatibility / Connectivity

Horizontal Frequency 15 ~ 94 KHz (Digital) / 23 ~ 92 KHz (Analog)

Horizontal / Vertical Frequency 23 ~ 85 Hz (Digital) / 49 ~ 86 Hz (Analog)

Input Resolution

Connector
1x Component / 1x S-Video /  1x AV

Audio Out Line Out / Speaker Out

Communication Port RS232C In, Ethernet

) Mechanical

Dimensions 1081,3 x 643,5 x 49,2 mm 

(42.6 x 25.3 x 1.94 inch)

Weight Net: 22kg / 63.93lbs

Wall / Arm Mount Type 400 mm x 400mm VESA

Fanless Design Yes

) OSD Functions

OSD Control RS232C, Push Button, IR Remote Controller

OSD Language English, Chinese

OSD Key Lock Yes

Multimedia Function PIP, PBP (side by side) , Zoom

Source Auto Detect Function Yes

) Electrical

Power Supply AC in: AC 100V ~ 240V (50/60 Hz)

Normal Operation ≤ 185 W (typ.)

Power Off ≤ 1 W (typ.)

Speaker 4Ω/10 Wx2

) Environmental

Operating Temperature 0 °C ~ 35 °C, 85% RH

Storage Temperature -20 °C ~ 60 °C, 85% RH

) Options

Touch Optical Touch

Other Metal Stands, IPC Bracket

) EYE-LCD-4600-LHD

) INPUTS & OUTPUTS

1 2 3 4 5 6 7

HDMI 1 HDMI 2 VGA
Line
Out

8

DVI-D
PC

Audio
In

IR
Extender

RS232C LAN

9 10 11 12 13 14

COMPONENT Audio In Audio InS-Video Video 

RL R L

15

1.    DisplayPort
2.    HDMI 1 
3.    HDMI 2
4.    DVI-D 
5.    VGA
6.    PC Audio In
7.    IR Extender
8.    Line Out
9.    RS232C
10.  LAN
11.  Component
12.  Audio In(Component)
13.  S-Video
14.  Video
15.  Audio In(S-Video/Video)  
16.  Power Switch
17.  AC In 

DisplayPort

16 17

ON

OFF







eyevis‘ new 55“ Full-HD Edge-LED LCD Monitor

The new EYE-LCD-5500-LHD display represents the latest version from 

eyevis professional edge-LED display versions.

It combines ultra-high resolution, unparalleled image quality with a 

slim design and low consumption for a wide range of digital signage 

and control-room application. 

eyevis LCD Series

with Edge-LED Backlight

) PRODUCT DESCRIPTION

) ADVANTAGES OF THE EYE-LCD-5500-LHD

EYE-LCD-5500-LHD

) DIMENSIONS

) Superior Resolution & High Brightness

Full-HD 1080p (1920 x 1080)

) Ultra-Wide Viewing Angle

178 degree viewing angle horizontally & vertically

) IRFMTM

Image Retention Free Modulator technology helps prevent image 

retention

) Energy Saving Control

Active ambient light sensor that adjusts brightness automatically

 ) Wide Compatibility 

Extensively tested with a broad variety of analog/digital PC and video 

modes.

) Durable and Professional Design

All metal structure, Sleek & low-key look that makes the content 

standout

With eyevis‘ unique optical enhanced treatment, it not only provides 

clear viewability, but also ensures added durability and strength in 

almost every ambient light condition.

Thanks to the plain design the displays are the ideal surface for the 

presentation of your image content.



) TECHNICAL SPECIFICATIONS

eyevis GmbH

As at: 18.10.2011/V1.4 !

All trademarks and registered trademarks are the property of their 

 

) LCD Panel

Brightness 450 cd/m2

Contrast Ratio 4000:1

Viewing Angle H:178° / V:178°

Response Time

Supported Colors

Display Resolution

Display Frame Rate 120Hz

) Signal Compatibility / Connectivity

Horizontal Frequency 15 ~ 94 KHz (Digital) / 23 ~ 92 KHz (Analog)

Horizontal / Vertical Frequency

Input Resolution

Connector
DVI / 1x Component / 1x S-Video / 1x AV

Audio Out Line Out / Speaker Out

Communication Port RS232C In, Ethernet

) Mechanical

Dimensions
(49.83 x 29 x 1.82 inch)

Weight

Wall / Arm Mount Type 400 mm x 400mm VESA

Fanless Design Yes

) OSD Functions

OSD Control RS232C, Push Button, IR Remote Controller

OSD Language English, Chinese

OSD Key Lock Yes

Multimedia Function PIP, PBP (side by side) , Zoom

Source Auto Detect Function Yes

) Electrical

Power Supply

Normal Operation

Power Off ≤ 1 W (typ.)

Speaker 4Ω/10 Wx2

) Environmental

Operating Temperature 0 °C ~ 35 °C, 85% RH

Storage Temperature

) Options

Touch Optical Touch

Other Metal Stands, IPC Bracket

) EYE-LCD-5500-LHD

) INPUTS & OUTPUTS

1.    DisplayPort
2.    HDMI 1 
3.    HDMI 2
4.    DVI-D 
5.    VGA
6.    PC Audio In
7.    IR Extender
8.    Line Out
9.    RS232C
10.  LAN
11.  Component
12.  Audio In(Component)
13.  S-Video
14.  Video
15.  Audio In(S-Video/Video)  
16.  Power Switch
17.  AC In 

1 2 3 4 5 6 7

HDMI 1 HDMI 2 VGA
Line
Out

8

DVI-D
PC

Audio
In

IR
Extender

RS232C LAN

9 10 11 12 13 14

COMPONENT Audio In Audio InS-Video Video 

RL R L

15

DisplayPort

16 17

ON

OFF

eyevis LCD Series

with Edge-LED Backlight



omniSHAPES The flexible display solution

) POSSIBLE CONFIGURATIONS

) MODULAR DESIGN

) PRODUCT DESCRIPTION

The new small display cubes omniSHAPES represent a step 

forward in digital display evolution. For the first time it is 

possible to have not only rectangular displays, but also 

polygonal screens of almost any shape. The funnel shaped 

design of the housings further allows realizing curved screens 

in concave or convex configuration. There are virtually no more 

limits regarding video wall design or shape.

omniSHAPES are based on a 1-Chip DLP® projection engine with 

LED technology, combined with a robust metal frame unit which 

interfaces with adjacent frames and the screen unit. The modular 

concept of the product comprises three components: the projection 

screen, the base frame and the projection engine. This provides great 

flexibility, allowing a choice of base frames and projection screens in 

different shapes and sizes to be used with the standard projection 

engine which also provides automatic colour and brightness 

adjustment. Each „shape“ is equipped with an internal processing 

unit, negating the need for external picture processing devices.

Screen Base Frame Projection 

Engine

EYEVIS MICROLINE

) THE ADVANTAGES AT A GLANCE

) Pin-sharp images even when viewed from short distances

) Rectangular shapes, six sided shapes, five sided shapes, and 

customized shapes on request

) Concave, straight or convex arrangements

) DVI loop through, Input: DVI Single Link up to 2k resolution

) Internal Processing, no external device required

) Automatic colour tracking for long term colour and brightness 

stability

) Building block architecture: Projector unit is independent and can 

be easily be dismantled from the product to the rear or the front

) LED: individual LEDs for RGB guarantee best colour gamut

) LED powered: more than 60.000 hours durability, no projector 

lamps, no colour wheel



) TECHNICAL SPECIFICATIONS

) omniSHAPES

The flexible display solution

eyevis GmbH

!

All trademarks and registered trademarks are the property of their 

respective owners. Copyright © 2011 eyevis GmbH. All rights reserved. 

) Display Properties

Brightness:
max. 650cd/m²

Color temperature:
Color Space: - Wide (120% NTSC)

- Normal (sRGB)

- High Brightness

Contrast: typ. 800:1 (static full on/full off)

Resolution:
Pixel Pitch: 0.469 x 0.469mm

Screen: CP or BB (CrossPrism -> higher brightness, BlackBead -> better viewing angle)

Mullion (gap distance) :
LED Life-time: ≥60,000 hours (time till 50% brightness)

) Environmental:

Operating Conditions: Temperature: recommended 15 - 25 °C; 5 - 35 °C; for seamless screen 15 - 28 °C

Humidity: 0% - 80 % not condensating

Storing: 0 - 50 °C

Thermal Dissipation:
Noise Level: typ. ≤30dBA

) Communication

Connection: RS232 or LAN

Loop-through RS232 loop-through for inter-connectivity

Software: omniSHAPES Designer Software for management and adjustment (offline design also possible)

) Input Signal

Type:
Framerate:
Matrix/Tiling: Internal scaling and image mapping. No external controller is needed.

) Electrical

Power Supply: AC 110V/220V, 50Hz/60Hz

Power consumption:
) Mechanical

Screen Dimensions: Rectangular (4:3): 480mm x 360mm (23.6“ diagonal)

Required Space: Minimum installation depth 550mm (entire unit + required space for ventilation)

Weight: 12,9 kg (without cable and connection parts)

) DIMENSIONS














